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Congratulations on selecting Forpark Australia equipment for your playground.  

This manual provides you with easy-to-follow instructions that will enable you to install the equipment 
correctly.  Installing your playground can be a simple and rewarding task and it is satisfying to be able to stand 
back when the job is finished and say “we did that!” 

 

As a quality-assured company, our equipment complies with the following standards for play equipment as a 
minimum, to ensure the safety of your children. 

 

• AS 4685:2021, Parts 1 – 6, Playground equipment (Safety requirements and test methods)  

• AS/NZS 4422:2016 Playground surfacing – Specifications, requirements and test method 

• AS/NZS 4685.0.2017 Playgrounds and playground equipment – Part 1: Development, slide 

installation, inspection, maintenance and operation 

 

You may be interested to know that Forpark Australia is a family-owned Australian company and that we are the 
largest in-house manufacturer of playground equipment in Australia. 

 

We have been manufacturing playground equipment since 1979 and provide you with the benefit of the 
knowledge and experience that we have developed over these years.   

 

This installation manual should be kept for future reference and to help you with your maintenance program.  A 
recommended maintenance schedule is provided at the rear of this manual. 

 

Good luck with your installation. 
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PREPARE THE SITE 

Prior to any installation you should be familiar with the requirements of AS 4685 (Parts 1-6) – 2021 “Playground 
equipment – safety requirements and test methods” (particularly relating to fall zone requirements), AS/NZS 
4422:2016 “Playground surfacing – specifications, requirements and test method” (relating to the type and 
depth of your soft-fall surfacing), and AS/NZS 4685.0:2017 “Playgrounds and playground equipment – 
development, installation, maintenance and operation” (dealing with your site requirements and ongoing 
maintenance). 

1. Check that the site is clear of underground power and services before you commence digging. 
2. Measure the site to ensure that it is large enough to allow for the correct fall zones between the 

equipment and the outside of the soft-fall surface, and for correct distances between various items of 
equipment.  If you are unsure of these requirements you should check with your Forpark representative. 

3. For ease of installation, do not put the soft-fall surfacing in until after the equipment has been installed.  
Ensure that you allow for the required soft-fall depth when excavating the site.  Any excavation should 
take place prior to commencing installation of the equipment. 

 

EQUIPMENT REQUIRED FOR INSTALLATION 

1. Ratchet (or socket set) with ½” driver 
2. Ratchet (or socket set) with 3/8” driver 
3. Cordless drill 
4. Shovel for digging holes (preferably long handled) 
5. If digging in hard ground you may need a 300mm auger and a crow bar 
6. Spirit level 
7. Concrete for footings 
8. LOCTITE (to be used on every bolt and nut) 
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FASTENERS 
   

                   

        

 

 

         

 

 

 

 

 

 

Please note that all S-Hooks should be fitted with the small loop attaching to the chain, and the large loop 
attaching to the connecting item (ie swing seat). 

 

 

 

 

 

CONCRETE 

Forpark recommends General Purpose Concrete. This is a concrete with a compressive strength of 20MPa (at 
28 days) or higher.  

The concrete used in playground footings should only be mixed and/or worked by a suitably experienced 
person following supplier/manufacturer’s instructions. 
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A-FRAME SWINGS & DOUBLE STEEL SWINGS 

All cap nuts used must be stainless steel. 

The swing frame is best assembled 
prior to installation.  Assemble the 
frame while laid on the ground then 
roll into the upright position.  The 
uprights are fastened to the top bar 
using 25mm tri-lobe bolts.  Where tie 
bars (side bars) are used they are 
fastened to the uprights using a 
130mm threaded stud with stainless 
steel cap nuts on both ends. Must use 
LOCTITE. 

Use the frame in its upright position to determine the correct hole 
position and dig the holes.  Lower the frame into the holes, ensuring that 
the top bar is level and at the correct height (Junior or any swing with 
‘pig tail hooks’ - 2.2m, Senior - 2.5m from the underside of the top bar 
to the finished surface level).  Concrete the uprights into the ground 
using footing sizes as shown. 

For Row Swings the holes in ground for the middle uprights only should 
be 400x400mm, 800mm deep and the concrete should be 
400x400x400mm. 

Leave the concrete to set for at least 24 hours then attach the seats to the 
top bar using ‘S’ hooks, ensuring that the ‘S’ hooks are fully closed using vice-
grips.  (The large end of the ‘S’ hook attaches to the swing shackle and the 
small end to the chain, with the lower opening away from the seat.) 

For swings with heights like 3m, 3.5m, or any special requested swings, this is 
the distance from the underside of the top bar to the finished surface level 
(same as above). The rest of installations are the same as above. 
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FLAG SWING 
(Flag Double, Flag Double Row End, Flag Double Top Bar, Flag Middle 
Post, Flag Unity Row End) 

 

All used cap nuts must be 
stainless steel. 

The swing frame is best 
assembled prior to installation.  
Assemble the frame while laid 
on the ground then roll into 
the upright position.  The 
uprights are fastened to the 
top bar using 17mm tri-lobe 
bolts, cap nuts 10x20 and 
washers as shown. Must use 
LOCTITE.   

Use the frame in its upright position to determine the correct hole 
positions and dig the holes approximately 1000mm deep and 600mm 
square for end uprights or the same depth with 700mm square for 
middle uprights.  Lower the frame into the holes, ensuring that the top 
bar is level and standing 2.5m from the underside of the top bar to the 
finished surface level. Pour concrete around the bases of the uprights 
forming footings of 600mm x 600mm x 700mm for end uprights and 
700mm x 700mm x 700mm for middle upright, the top being 300mm 
below the finished surface level with a tapered top so that water won’t 
pool around the upright.  

Leave the concrete to set for at least 24 hours then attach the seats to 
the top bar using ‘S’ hooks, ensuring that the ‘S’ hooks are fully closed using vice-grips.  (The large end of the ‘S’ 
hook attaches to the swing shackle and the small end to the chain, with the lower opening away from the seat.)  
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GYM FRAME 

All cap nuts used must be stainless steel. Must use LOCTITE. 

The gym frame is best assembled prior to installation. Assemble the frame 
while laid on the ground then roll into the upright position.  The uprights are 
fastened to the top bar using 25mm tri-lobe bolts. Fasten the tie bars (side 
bars) to the uprights using a 130mm threaded stud with stainless steel cap 
nuts on both ends.  

Use the frame in its upright position to determine the correct footing hole 
positions. Dig the holes 300L x300W x650mm deep, legs to finish 600mm 
below surface level. Lower the frame into the holes, ensuring that the top 
bar is level and at the correct height of 2.8m from the underside of the top 
bar to the finished surface level.  

Mark and dig the two central vertical upright posts holes. Attach 
the two upright end plates to the top bar using tri-lobe tap tights. 
Attach the horizontal chin up bar between these uprights using 
plastic flanges and the remaining tap tights. Tech screw the chin 
up bar at both ends through each plastic flange and cap with M6 
security caps. 

Join the trapeze bar to the swing castings using S-hooks. 

The chain ladder and chain fire pole attach to the top bar chain 
housings using the 8x25 post torx bolts. Mark and dig the holes for 
the chain ladder and chain fire pole, checking that the chains are 
not slack before concreting. 

 

ORBIT SWING AND ORBIT SWING-A-WAY 

 

Concrete should be used on all items in the ground as 
per the diagram.  Generally the footing should be 
500mm x 500mm x 500mm (deep) with a tapered 
top so that water won’t pool around the upright.  For 
the supports use smaller footing of 300mm x 300mm 
x 500mm (deep). 

Note: If the ground is soft or likely to be subject to 
settling it is best to use an additional 100mm of 
concrete on the footing below the upright.  This may 
need to set before placing the upright in place. 

UPRIGHTS SUPPORTS 
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Once star joints and rails are secure, ensure all horizontal rail is 
level, then using a cordless drill, insert a tech screw through each 
of the lower clamp halves (see diagram). Plug all open holes in the 
star joints with caps provided. 

Once the uprights and horizontal rail are in place, attach the large 
clamps (50-90) onto the uprights onto the rails as per the diagram 
for each component, using three cap nuts and three 17mm tri-
lobes.  Each clamp is then secured in place by inserting a tech 
screw through the small hole on each side and into the post or rail.  
A security cap should be used with each tech screw as shown, 
fitting the base to the screw before fastening.  The tech screw is 
inserted using a power drill and the tech screw driver supplied.  
Once secure, 

the top of the security cap should be securely fastened. 

 

 

Once the frame is assembled and installed, leave the 
concrete to set for at least 24 hours before attaching the seats with S-Hooks. Please 
note that all S-Hooks should be fitted with the small loop attaching to the chain, 
and the large loop attaching to the connecting item.  

For the basket to the ropes using 25mm tri-lobes and washers.                                                   

Frame joints and basket connection are the same as on “Swing-A-Way Installation Instructions”. 

 

 

 

 

 

 

 

 

 

STAR JOINT ASSEMBLY 

CLAMP 50-90 ASSEMBLY SECURITY CAP FOR  

TECH SCREW 
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Rope Basket Position 

The position of the basket to frame and ropes (chain) is important. 
The bush on the basket with attached D Shackle to be as shown. 
Attach D Shackles, cut tags and file sharp edges.  
 

 
 
 
 
 

PIPELINE SWING 

All cap nuts used must be stainless steel. 

The swing frame is best assembled prior to installation.  
Assemble the frame while laid on the ground then roll into 
the upright position.  The uprights are inserted into the pipe 
joint on the top bar and fastened using cap nuts 10x28 and 
stud 10x70 (4 cap nuts and 2 studs on each joint). Must use 
LOCTITE. 

Use the frame in its upright position to determine the 
correct hole position and dig the holes.  Lower the frame 
into the holes, ensuring that the top bar is level and at the correct height (2.5m or 
2.2m if the swing has ‘pigtail hooks’ from the underside of the top bar to the 
finished surface level.)  Concrete the uprights into the ground using footing sizes 
as shown.   

Leave the concrete to set for at least 24 hours then attach the seats to the top bar 
using ‘S’ hooks, ensuring that the ‘S’ hooks are fully closed using vice-grips.  (The 
large end of the ‘S’ hook attaches to the swing shackle and the small end to the 
chain, with the lower opening away from the seat.) 
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POST SWING 

All cap nuts used must be stainless steel. 

The swing frame is best assembled prior to installation.  Assemble the frame 
while laid on the ground then roll into the upright position.  The uprights are 
fastened to the top bar using 25mm tri-lobe bolts. Must use LOCTITE.   

Use the frame in its upright position to determine the correct hole positions 
and dig the holes approximately 1000mm deep and 500mm square for end 
uprights or the same depth with 700mm square for middle uprights.  Lower 
the frame into the holes, ensuring that the top bar is level and standing 
2.25m from the underside of the top bar to the finished surface level. Pour 
concrete around the bases of the uprights forming footings of 500mm x 
500mm x 700mm for end uprights and 700mm x 700mm x 700mm for 
middle upright, the top being 300mm below the finished surface level with a 
tapered top so that water won’t pool around the upright.  

Leave the concrete to set for at least 24 hours then attach the seats to the 
top bar using ‘S’ hooks, ensuring that the ‘S’ hooks are fully closed using 
vice-grips.  (The large end of the ‘S’ hook attaches to the swing shackle and 
the small end to the chain, with the lower opening away from the seat.) 

 

POST SWING SENIOR 

All cap nuts used must be stainless steel. 

The swing frame is best assembled prior to installation.  Assemble 
the frame while laid on the ground then roll into the upright 
position.  The uprights are fastened to the top bar using 25mm tri-
lobe bolts. Must use LOCTITE.   

Use the frame in its upright position to determine the correct hole 
positions and dig the holes approximately 1000mm deep and 
500mm square for end uprights or the same depth with 700mm 
square for middle uprights.  Lower the frame into the holes, 
ensuring that the top bar is level and standing 2.56m from the 
underside of the top bar to the finished surface level. Pour 
concrete around the bases of the uprights forming footings of 
500mm x 500mm x 700mm for end uprights and 700mm x 
700mm x 700mm for middle upright, the top being 300mm below 
the finished surface level with a tapered top so that water won’t 
pool around the upright.  

Leave the concrete to set for at least 24 hours then attach the seats 
to the top bar using ‘S’ hooks, ensuring that the ‘S’ hooks are fully 
closed using vice-grips.  (The large end of the ‘S’ hook attaches to 
the swing shackle and the small end to the chain, with the lower 
opening away from the seat.) 
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SPRING SWING 

Dig a single hole approximately 900mm deep and 900mm square.  Insert the 
upright into the hole making sure it is level with the top standing 2.2m above the 
finished surface level.  Pour concrete around the base of the pole forming a footing 
of 900mm x 900mm x 600mm (as shown), the top being 300mm below the 
finished surface level with a tapered top so that water won’t pool around the 
upright.  Check levels again after the concrete is poured.   

Leave the concrete to set for at least 24 hours then bolt the cross beams to the 
spring using 100mm hex head bolts (pointing down) and nyloc nuts, then raise the 
top bar and spring assembly into position and fasten using 40mm hex head bolts 
(pointing upwards) and nyloc nuts. Must use LOCTITE.  Attach the seats and chains 
to the top bar using ‘S’ hooks, ensuring that the ‘S’ hooks are fully closed using 
vice-grips.  (The large end of the ‘S’ hook attaches to the swing shackle and the 
small end to the chain, with the lower opening away from the seat.) 
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SATELLITE SWING 

All cap nuts used must be stainless steel  

Dig 5 holes 300x300x800mm deep as shown on the image 
(3390mm between outside holes and 5485mm on the 
diagonal). These distances are typically centre to centre. 

Assemble two uprights to the top bar using 10x100 Cup 
Head Bolts and St Cap Nuts. Place the assembled pieces 
into the footing holes. Place the next upright in the footing 
hole, raise and bolt the top bar. Follow this order and 
complete the circular assembly. Be sure all uprights are 
angled inwards at 80 deg from ground surface and top bars 
are set at 2100mm height. 

Pour concrete around the base of each upright forming 
footings of 300mm x 300mm x 500mm, the top being 
300mm below the finished surface level with a tapered top so that 
water won’t pool around the upright.  Check levels again after the 
concrete is poured.   

Leave the concrete to set for at least 24 hours then attach the 
chains to the top bar and seats to eye nuts of supports using ‘S’ 
hooks, ensuring that the ‘S’ hooks are fully closed using vice-grips.  
(The large end of ‘S’ hooks attaches to the swing shackle and the 
small end to the chain. On the seats the large end of ‘S’ hooks 
goes to seat frames with the lower opening away from the seat.) 
Attach supports to chains using 8mm bolts. Must use LOCTITE.  
Ensure that the supports above the seats face inwards. 
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SWING MINI INFANT 

The swing frame is best assembled prior to installation.  Attach panels to 
posts with 2 tri-lobes 10x25, 4 tri-lobes 10x20 and 4 t nuts. Join rail to 
posts, using 4 tri-lobes 10x17. Must use LOCTITE. 

Dig 2 holes 300x300x800mm deep as shown on the image, 1500mm apart 
centre to centre and dig 300mm deep channel between holes for the rail. 

Lower the frame into the holes, ensuring that the uprights are vertical and 
at the correct height. Concrete the uprights into the ground using footing 
sizes as shown. 

Leave the concrete to set for at least 24 hours then attach the seat to the 
top using ‘S’ hooks, ensuring that the ‘S’ hooks are fully closed using vice-
grips.  (The large end of the ‘S’ hook attaches to the swing shackle). Must 
use LOCTITE. 
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SWING-A-WAY 

All cap nuts used must be stainless steel. 

The swing frame is best assembled prior to 
installation.  Assemble the frame while laid on 
the ground then roll into the upright position.   

The uprights are fastened to the top bar using 
cap nuts and 75mm cup head bolts with the 
plate on the reverse side as shown, and 25mm 
tri-lobe bolts into the side of the uprights. 

Use the frame in its upright position to 
determine the correct hole position and dig 
the holes.  Lower the frame into the holes, 
ensuring that the top bar is level and at the 
correct height of 2.5m from the underside of 
the top bar to the finished surface level).   

Concrete the uprights into the ground using 
footing sizes as shown.   

Leave the concrete to set for at least 24 hours then attach the basket to the ropes using 20mm tri-lobes and 
3/8” galv washers (must use LOCTITE). 

 

 

Rope Basket Position 

The position of the basket to frame and ropes (chain) is important. 
The bush on the basket with attached D Shackle to be as shown. 
Attach D Shackles, cut tags and file sharp edges.  
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SWING-A-WAY ARCHED FRAME JUNIOR 

All cap nuts used must be stainless steel. 

Use shown dimensions on ground level and footings. 

Lower the frame into the holes, ensuring that the top bar is level and at the correct 
height of 2050mm from the top of the uprights to the finished ground level.   

Frame joints and basket connection are same as on “Swing-A-Way Installation 
Instructions”. 

 

 

 

 

 

 

 

 

 

 

 

 

 

SWING-A-WAY POST 

The swing frame is best assembled prior to 
installation. Join top bar to uprights using 
tri-lobes 25mm. Dig 2 holes with size 
according to plan on 2.8m distance. Lower 
the frame into the holes, ensuring that the 
top bar is level and at the correct height of 
2.5m from the underside of the top bar to 
the finished surface level).   

Concrete the uprights into the ground 
using footing sizes as shown.   

When this swing is part of a swing row, the 
joining upright is RHS100x150 and requires 
concrete footing 700x700x1000.   

Leave the concrete to set for at least 24 
hours then attach the basket to the ropes 
using 17mm tri-lobes and washers (as 
shown above). Must use LOCTITE.  
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‘T’ SWING 

Dig a single hole approximately 800mm deep and 1000mm square.  Insert 
the upright into the hole making sure it is level, with the underside of the 
top standing 2.5m above the finished surface level (2.2m for junior 
version).  Pour concrete around the base of the pole forming a footing of 
1000mm x 1000mm x 500mm (as shown), the top being 300mm below 
the finished surface level with a tapered top so that water won’t pool 
around the upright.  Check levels again after the concrete is poured.   

Leave the concrete to set for at least 24 hours then bolt the cross beam to 
the upright using 12x30mm hex head bolts (pointing down) and nyloc 
nuts. Must use LOCTITE.   Attach the seats and chains to the top bar using 
‘S’ hooks, ensuring that the ‘S’ hooks are fully closed using vice-grips.  
(The large end of the ‘S’ hook attaches to the swing shackle and the small 
end to the chain, with the lower opening away from the seat.) 
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FOOTING PLAN FOR 4 LEG SWINGS 

The dimensions are centre to centre of footings. 

  

 

 

 

 

Swings A B 

Double steel swing –junior 4400mm 2300mm 

Double steel swing –senior                     4650mm 2600mm 

Double steel swing 3m                            5000mm 3000mm 

Double steel swing 3.5m                        5400mm 3450mm 

Gym Frame                                                6850mm 3900mm 

Swing Tyre Frame                                    4450mm 2200mm 

Pipeline swing                                          4700mm 2300mm 

Pipeline swing single                              3150mm 2300mm 

Pipeline Hook swing                               4550mm 2100mm 

Swing-a-Way Frame                               4650mm 2600mm 

Swing-a-Way Arched Frame Junior     2600mm 2000mm 



VIC

Unit 24/21 Eugene Tce 

Ringwood 3134 

Ph: (03) 9870 0233 

NTH QLD

PO Box 211 

Edmonton 4869 

Ph: (07) 4033 5433 

TAS

3/4 Beacon Court 

Cambridge 7170 

Ph: (03) 6248 5070 

NT

PO Box 876 

Capalaba  QLD 4157 

Ph: (07) 3390 2188 

WA

PO Box 484 

Cloverdale 6985 

Ph: (08) 9472 1788 

NSW/ACT

PO Box 102 

Kings Langley 2147 

Ph: (02) 8851 7630 

SA

PO Box 715 

Modbury 5092 

Ph: (08) 8283 3611 

QLD

PO Box 876 

Capalaba 4157 

Ph: (07) 3390 2188 

www.forparkaust.com.au

Copyright - © Forpark Australia 2022. All product, product specifications and data are subject to change without notice to improve reliability, 
function, design or otherwise. 
Every effort is made to ensure information contained in this catalogue is accurate E&OE.
The information provided in this catalogue is intended for informational purposes only. It is the responsibility of the customer to ensure playground 
equipment is installed correctly with the appropriate softfall and sufficient fall zones in accordance with local standards. For guidance or the most 
up-to-date information please speak to a Design Consultant.


	Prepare the site
	Equipment required for installation
	Fasteners
	Concrete
	A-Frame Swings & Double Steel Swings
	Flag swing
	Gym Frame
	Orbit Swing and Orbit Swing-A-Way
	Pipeline Swing
	Post Swing
	Post Swing Senior
	Spring Swing
	Satellite Swing
	Swing Mini Infant
	Swing-A-Way Arched Frame Junior
	Swing-A-Way Post
	‘T’ Swing
	Footing plan for 4 leg swings



